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Our History S e | |
Registration system

Special designed for Karaoke

Reason for trust

Paper cone secret - :
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1962  “NIKKODO” established as Phonograph Record Shop. = )
1975 Commercial use “Tape Karaoke” launched. = - ana
1985  Los Angeles Representative Office opened. e e
1988 “BMB” Trade Mark Registered in Japan

“NIKKODO U.S.A., INC” established. ~ wooerememesmme USA
1989  “NIKKODO KARAOKE SYSTEM (HK.) CO., LTD.” established. =~ = HONGKONG
1990 “BMB KOREA CO., LTD.” established. =~ e KOREA

”N'KKODO (S) PTE LTD" established_ ................................................... S|NGAPORE NIKKODO & BMB, Logo ::I;OODfﬁOCE(i)r;,gsla)i(a Japan {505
1992 ”NIKKODO (UK) L'MlTED" establlshed. ................................................ UNITED K|NGDOM

‘ “KARAOKE B.M.B. SYSTEM SDN. BHD.” established. oo MALAYSIA

2005 Changed Company Name as “BMB CORP.”

“BMB (Shanghai) International Corp.” established. - CHINA

2010 Combine with “XING Inc.” subsidiary of “Brother Group”
“BMB International Corp.” established.

2011  Cooperate with Overseas BMB Family Distributors
CHINA, HONGKONG, KOREA, SINGAPORE, VIETNAM (2011)
MALAYSIA, TAIWAN, THAILAND, USA (2012)
CAMBODIA, MONGOLIA, MYANMAR, UAE (2013)
PHILIPPINES, NEW ZEALAND (2014)
INDIA (2016)

2015  Ho Chi Minh City Representative Office opened.

BMB products Officially distributed in 15 country/region in the world. (AS of May 2018)

BMB International Corp. is Japanese company, a subsidiary of BROTHER INDUSTRIES, LTD.
BMB Home Category,
CSH-200
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BMB products are famous, so many copies are on the market.
We attach 25 digit serial number sticker to our product. This has a special mechanism to detect counterfeit goods.
You can be confident that BMB products are genuine products in the following way.

genuine Follow these easy steps to authenticate your BMB product:

-
"I Fill out all the necessary information on the Registration Card.

AN

== 8MB Mail your Registration Card to Tokyo Japan.
e i | = Gk
- www.bmb.com  JUTTTHRTTINIT DL HTTATRVTI ~
BB Infemaional Com. (Japan) B8MB Go to www.bmb.com, click on the Registration button, and follow
Shiba Park Bldg. B-Kan, 8th Floor, 2-4-1, Shiba-Park, Minato-ku, Tokyo 105-0011, Japan
= the simple steps online to find out if your BMB product is authentic.
oy :
www.bmb.com \

Please allow 2-3 weeks to complete the Registration process and to reflect the authenticity online after
mailing out your Registration Card.

For your wonderful experience, please purchase BMB products at an
authorized distributor / dealer.
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BMB Speaker is specialised for Karaoke use.
Immerse yourself into the world of music
BMB Karaoke Sound quality is brought to you from 40 years of experience.

1. Enhanced low bass frequency you feel with your body while comfort your senses supports your karaoke Sometimes you enjoy karaoke in groups, sweet spots should not be in one place. BMB speakers are designed
performance continuously. to consider the spread of sound so that you can enjoy a nice sound anywhere in the room.
2. Our speakers are characterized by the midrange frequency, not only is howling hard to occur, but vocals

and music are naturally mixed.

1ght ahead from the tweeter)
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BMB speakers are not just "good sound".
A powerful and safe design that can withstand hard commercial usage for a long time at high volume.

The reason why BMB speakers are popular is that they also have such robustness.







"Soft water" helps to make
high quality paper

Paper cones must be supple and balanced to create better sound

With the aids from many Japan’ s Rivers. We were able to accomplish and
create the world’ s best Karaoke paper cones

Soft water ( #t7K ) has low calcium and magnesium contained amount (hardness).

Jefinition at WHO (World Health Organization) Calcium and magnesium contained
oft %atr : Less than 60 mg / L, Hard water : 120 to 180 mg /L

Clean water for the Best Sound
The quality of water used during the manufacturing process plays a major

role in making high quality paper cones.
Pure water springing forth from the beautiful natural environment in

Japan is the foundation of the BMB sound.

Fine-tuned by Specialists
The quality of pulp used for manufacturing the speakers varies on a daily

basis, so our experienced specialists fine-tune the pulp quality to make

sure the BMB speakers can offer the best quality sound.

Quality Assurance Test for All Components
We conduct a quality assurance test on every component of the BMB

speakers to ensure excellent sound quality.

Except previous some of products. (CSP-6000, CSW-600, CSX series, e}




300W power (same as CSN-300) gives an adequate power for
regular size living rooms (CSH-200)

Sytlish Speaker Stands design to fit with modern living rooms.
(CSH-S200)

Double voice coil subwofer adds punching bass sound.
(CSH-W200)

Connect smart phones via built in Bluetooth fuction. (DAH - 100)

Reliable paper cone Made in Japan
. Made in Japan

Tweeter Unit
Max Input Power
Rating Input Power
Dimensions (mm)
Weight

Impedance

perCone Type x Tunit

dcm Paper Cone Type % Tunit

270 465(H) x 265(D})
7.3kg per piece
a0




€3 Bluetooth

CSH-W200 181 Subwoofer Stand CSH-5200 Speaker Stand DAH-100 Karaoke Amplifier DAS-400 (SE)
1Way 1 Speaker Max Output Power 100W x 2CH (4-801, EIAY) Max Output Power 300W = 2CH (80), EIAJ): 2 speakers system
20cm Paper Cone Type (Double voice coil) Audio Input 3 systems (AUX1, AUXZ, Bluetooth) 150W x 4CH (80, EIAJ) : 4 speakers system
Mic Input 2 systems Main Pitch Degree 13degress +3.0D5P
Echo 2 mode {Stereo, Mono) Audio Input 3 systems (KARAOKE, AUX1, AUXZ)
300W + 200W Equalizer 3 bands (Master, Music, Mic, Echo) Wideo Input 3 systems (KARAOKE, AUX1, AUXZ)
150W + 150W Bluetooth Verd.0 Support AZDP Mic Input 5 systems: frant 3, rear 2
290(W) x 527(H) x 254(D) A02{W) x 68{H} x 330(D) Remaote controller none Echo Preset 6 Echoes
8.3kg (Stand with Subwoofer) / 6.9 kg (Stand) 480q per piece AC Input AC100V ~ 240V (50/60 Hz) Sound Effect Preset G Sound Effects
80+ 80 Dimensions (mm} 4200W) % 169{H) = 341(D) Equalizer 10 bands {(Music, Mic}
Weight 4.9kg LCD Display 480%272 dots TFT Color LCD
‘i AC Input ACTI0V ~ 120V {50/60 Hz) : DAS-400 (SE)-100
i = ' : AC220V ~~ 240V (50/60 Hz) : DAS-400 (SE)-200
Dimensions (mm} 420(W) ¢ 135(H) % 335(D)
- = Weight 12.5kg
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CSH-200 Black color model ¥ .
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Enjoy Punchmg Bass Sound

with Subwoofer!

SUBWOOFER. STRUCTURE Double voice coil system

CSH-200 =
Black color model




B das 1C Package

AdVdnC C Package

€3 Bluetooth

B BMB CSH-200 Speaker System - 3Ways, Max 300W, Rating 150W
B BMB CSH-5200 Speaker Stand

® BMB DAH-100 Karacke Amplifier - 100W x 2CH (4-8Q)

W BMB NKN-300 Professional Dynamic Karaoke Microphone

€3 Bluetooth

B BMB CSH-200 Speaker System - 3Ways, Max 300W, Rating 150W

B BMB CSH-W200 Subwoofer Stand - Max 300W+300W, Rating 150W+150W
B BMB DAH-100 Karaoke Amplifier - 100W x 2CH (4-8€2)

B BMB NKN-300 Professional Dynamic Karaoke Microphone

B BMB CSH-200 Speaker System - 3Ways, Max 300W, Rating 150W

B BMB CSH-W200 Subwoofer Stand - Max 300W+300W, Rating 150W+150W
B BMB DAS-400 Karacke AV Amplifier - 150W = 4CH (80)

B BMB RMS-300 Amplifier Remote Controller

B BMB NEN-300 Professional Dynamic Karaoke Mictophone(2pes.)




These speakers feature the new multicellular horn tweeters/squawkers to reproduce a wide sound.
Tweeter SPL* switch is used for preventing howling. *SPL: Sound Pressure Level

Woofers use highly reliable paper cone made in Japan to obtain high quality sound.

Sound pressure level switch Highly reliable paper cone Made in Japan

. Made in Japen




M Multicellular horn (CSV-450)

CSV-900 121

CSV-4801107

CSV-450 1101

M Multicellular horn (CSV-900)

System

Woofer Unit
Squawker Unit
Tweeter Unit

Max Input Power
Rating Input Power
Dimensions (mm)
Weight

Impedance

SPL (a8)
38 3

o

- w o
S <] 2

@

Impedance (€))

SPL (d8)
g

4

3 Ways 3 Speakers

30cm Paper Cone Type x Tunit
8cm Paper Cone Type X Tunit
8cm Paper Cone Type x Tunit
1200W

500W

600(W) x348(H) x340(D)
17.5kg per piece

80

3 Ways 3 Speakers

25¢cm Paper Cone Type X Tunit
8cm Paper Cone Type X lunit
8cm Paper Cone Type x Tunit
500W

250W

560(W) x 292(H) x 297(D)
11.5kg per piece

30

(Straight ahead from the tweeter)

3 Ways 3 Speakers

25c¢m Paper Cone Type x Tunit
8cm Paper Cone Type X lunit
8cm Paper Cone Type x Tunit
500w

250W

558(W) x292(H) x 297 (D)
11.5kg per piece

30

TREBLE Position  (Straight ahead from the tweeter)

TREBLE Position

TREBLE Position  (Straight ahead from the tweeter)
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This model is equipped with new high-volume woofers backed with a sturdy cabinet for sound stability.
These are luxurious 3 Ways 5 Speakers systems with tweeter/squawker sets on both sides.

Sound directions are set individually for the tweeters/squawkers.

Tweeters/squawkers use highly reliable paper cones made in Japan to obtain high quality sound.




I Sturdy cabinet

M Large woofer magnet

I Highly reliable paper cone
Made in Japan

.foien)zpan ‘

System

Woofer Unit
Squawker Unit
Tweeter Unit

Max Input Power
Rating Input Power
Dimensions {(mm)
Weight
Impedance

SPL (dB!

-

Impe

@

CSD-2000 h2

3 Ways 5 Speakers

30cm Paper Cone Type X lunit
8cm Paper Cone Type X 2units
8cm Paper Cone Type X 2units
1200W

500w

568(W) x 350(H) x 336(D)
18.5kg per piece

a0

SPL (dB,

(o))

sinstalled to point
ificantly cutward.

Scuaakessinstalled
1 pointabit brwad

Ducthole

M Angle-adjustable squawker

CSD-880 (107

3 Ways 5 Speakers

25cm Paper Cone Type X lunit
8cm Paper Cone Type X 2units
8cm Paper Cone Type X 2units
1000W

400W

520(W) x 298(H) x 284(D)
13.5kg per piece

8N




These are luxurious 3-Way/5 speakers with tweeters/squawkers set on both sides.  (CSE-312/31011) o
Superellipse units provide increased range and reduced distortion for more powerful, clearer vocals.
T'weeters and squawkers can be rotated, allowing the maximum sound dispersal for the shape of the room.
Tweeter, squawker and woofer paper diaphragms are all made in Japan.

We use the world's most advanced biomass material called "Cellulose Nano Fiber” on woofer's paper cone. Paper

density and strength fine, making sound sharp. {CSE-3 1011}

Highly reliable paper cone

Made in Japan

te in Japan

The superellipse units

Rotatable tweeters and
squawkers

Rear bass reflex



System

Woofer Unit
Squawker Unit
Tweeter Unit

Max Input Power
Rating Input Power
Dimensions(mm)
Weight

Impedance

CSE-3121121

3 Ways 5 Speakers

30cm Paper Cone Type X Tunit
Sx6em Paper Cone Type x 2units
9x6cm Paper Cone Type X 2units
800W

CSE-310I11 [10”] Celiulose Nano Fibher CSE-30818"

3 Ways 5 Speakers

25cm Paper Cone Type X lunit
Sx6ecm Paper Cone Type x 2units
9x6cm Paper Cone Type X 2units

3 Ways 3 Speakers

20cm Paper Cone Type % Tunit
9x6em Paper Cone Ty pe x Tunit
9x6cm Paper Cone Type x lunit

S00W 400W
300W 250W 200W
568 (W) %350 (H) x340 (D) 520 (W) %326 (H) x301 (D) 464 (W) 268 (H) x254 (D)
16.2 kg per piece 14.3 kg per piece 9.2 kg per piece
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INSTALLATION

7 cm or more

CSE Series must be set at least 7 crm away froma

wall so that it does not block the rear duct.



3D curved design gives this entry model a high-grade feel.

Experience the power of bass thanks to the shape of our new bass reflex.

Woofers use reliable paper cone made in Japan.

Focus on vocal range makes it easier for performers and extended upper range delivers

crystal clear sound.

3D curved form design New bass reflex shape Highly reliable paper cone
Made in Japan

. Made in Japen




System

Woofer Unit
Squawker Unit
Tweeter Unit

Max Input Power
Rating Input Power
Dimensions (mm)
Weight
Impedance

TSRy W W W W E

CSN-500 1107

3 Ways 3 Speakers

25cm Paper Cone Type X lunit
8cm Paper Cone Type X Tunit
8cm Paper Cone Type X Tunit
450W

225W

506(W) x 290(H) x 325(D)
11.0kg per piece

a0

CSN-300187

3 Ways 3 Speakers

20cm Paper Cone Type X lunit
8cm Paper Cone Type X lunit
8cm Paper Cone Type X Tunit
300W

150W

458(W) x 270(H) x 265(D)
7.7kg per piece

8N

K

10K

20K



Compact Karaoke speakers with the title "J" for Japanese sound

Compact speakers are ideal not only for small rooms but also for back/center speakers.
High quality punched-in net speaker panels are designed with a deeply curved form.

Tweeter SPL* switch is used to prevent howling.*SPL- Sound Pressure Level
Woofer use highly reliable paper cones made in Japan to achieve high quality sound.

System 2 Ways 2 Speakers

Woofer Unit 16¢m Paper Cone Type X Tunit

Squawker Unit

8cm Paper Cone Type X Tunit

200W
Rating Input Power 80w
Dimensions (mm 346(W) x 210(H) x 242(D)
Weight 5.5 kg per piece
Impedance 80
TREBLE Position (Stralght ahead from the tweeter, FLAT Position (Straight ahead from the tweete

I Deeply curved form design M Sound pressure level switch M Highly reliable paper cone
Made in Japan

. Made in Japn



COMMERCIAL Category

INKIN series

Type

Frequency Range
Sensitivity

Sound Pressure Level
QOutput Connector
Dimensions (mm)
Weight

Impedance

1. Specially tuned for Karaoke use.
2.Long seller Japanese quality standard.

NKN-300

Unidirectional dynamics

50Hz - 16,000Hz

-74dB + 3dB (0dB =1v/0.1Paat 1kHz)
Above 130dB (SPL)

Integral 3pin XLRM type

55.5(@) x 173(L)

3909

60002 (at 1kHz)




COMMERC'AL Category

BTS SEELT?ES

1. Magical board, Sound come into d irectly to your body.
2. To use, connect to amplifier such as DAR, DAS, DAH.

M Example of installation




BTS-1
Max Input Power About78W #i:Until the protection circuit breaker operation point
Rating Input Power 52W
Low Pass Filter 400Hz -12dB/oct
HF Protections Poly Switch Circuit Breaker
Switch Rocker Type ON/OFF
Dimensions {(mm) 874(W) x 62(H) x 662(D)
Weight 13.5kg

M How to connect (DAR-800II)

Impedance 80




COMMERC'AL Category

MBx
2

Lond sellie

DAR series

{Included)

DAR-8001I Series

Max Output Power 150W x 4CH (80, EIAJ): 4 speakers system
360W x 2CH (802, EIAJ): 2 speakers system
Main Pitch Degree 13degrees + 3.0D5P
Audio Input 5 systems (KARAOKE, DVD, AUX, BGM, TAPE)
Video Input 3 systems (KARAOKE, DVD, CAMERA)
MicInput 5 systems:front 3, rear 2
Sound Change ON / OFF (TACT-SW)
Sound Effects 11 modes
Feedback Reduce ON / OFF (TACT-SW)
y AC Input 230V ~ 240V
1. Long seller, BMB standard Karaoke amplifier. Dimensions (mm) 420(W) x 142(H) x 396(D)

Weigl 171k
2. Switch 4ch / 2ch conn eight 9

o




CO M M E RiGElsArL

Category

MBx
«©

pigh-1e"

DAS series

1. Graphical setup on large LC
2. Simple mode for family:
ection. (DAS-400)

Poguer MCI T

444911
RELELELBLELE]

8M8

)

LT

—~ AT 115 o

LT

»

el | - : ;f; =
| E o

Max Output Power

Main Pitch Degree
Audio Input
Video Input

Mic Input

Echo

Sound Effect
Equalizer

LCD Display
ACInput

Dimensions (mm)
Weight

:\

DAS-400 (sE)

300W x 2CH (80, EIAJ): 2 speakers system
150W x 4CH (8Q), EIAJ): 4 speakers system
13degrees £3.0DSP

3 systems (KARAOKE, AUX1, AUX2)

3 systems (KARAOKE, AUX1, AUX2)

5 systems : front 3, rear 2

Preset & Echoes

Preset 6 Sound Effects

10 bands (Music, Mic)

480x272 dots TFT Color LCD

AC110V ~ 120V (50/60 Hz) : DAS-400 (SE)-100
AC220V ~ 240V (50/60 Hz) : DAS-400 (SE)-200
420(W) x 135(H) x 335(D)

12.5kg

& =

DAS-200 ise
150W x 2CH {80, EIAJ)

13degrees +3.0DSP

3 systems (KARAOKE, AUX1, AUX2)

3 systems (KARAOKE, AUX1, AUX2)

5 systems: front 3, rear 2

Preset 6 Echoes

Preset 6 Sound Effects

10 bands (Music, Mic)

480x272 dots TFT Color LCD

AC110V ~~ 120V (50/60 Hz) : DAS-200 (SE)-100
AC220V ~ 240V (50/60 Hz) : DAS-200 (SE)-200
420(W) x 135(H) x 335(D)

10.5kg

RMS-300




A state-of-the-art Karaoke sound processor
with clear and high quality sound

PC Editor is provided to setup each sound parameter. (EQ, Comp, etc.)

This model can create the best Karaoke sound for any room or hall utilizing sound

editing software via computer.

The voice effect feature - HANAMICHI - is pre-installed so the orchestra sound shifts from side to side while
the singer stays in the center. (KSP-100)

The Room Acoustic feature is installed to automatically adjust the sound field to all environments depending
on the shape of the room and material of the walls, the floor and the ceiling. (KSP-100)

An Anti-Feedback feature is used to ensure the best indoor feedback control.

KSP-100 is made in Japan. . Made in Japan

M System example

Left Right

M Connect to computer

B HANAMICHI effect

Center

Woofer

- Room Acoustic (KSP-100} - Anti-Feedback
@8)

Speak:

4] A
Test Correction ‘

Microphone ST \\/ \/ \\/
TR 500 B

Cut by the correction filters

3 e ; 20 20kt
Room Acoustic {acoustic calibration system) is used by professional audio (KSP-100)
engineers. The Room Acoustic technology can optimise the sound quality “Dynamic Filter” controls feedback automatically.
caused by the shape of the room, the wall materials or the sound device “Static Filter prevents feedback by measuring the feedback occurrence
including speakers and amplifiers. When the measurement microphone is point. "Diffuse® continuously shifts vocal frequency slightly.
connected, Room Acoustic calibrates the target frequency characteristics.
The target frequency characteristics can be set to flat, low-boost, etc, (KSP-50)

according to each user’s preference. “Diffuse’ continuously shifts vocal frequency slightly.

o= = B

Left Right

M Editing software

Center

Woofer




Mic Input

Audio Input

Video Input

Video Output

Audio Output
Sampling Rate/Bits
Frequency Response
Control Connecters

LCD Display

DC Input

AC Input
Dimensions (mm)
Weight

KSP-100 sk

4 systems (MIC 1-MIC 4) 1/4-inch phone type

3 systems (KARAOKE, AUX1, AUX2)RCA phono type
3 systems (KARAOKE, AUX1, AUX2)Composite RCA phono type
3systems Composite RCA phonotype

5.1 Channel systems (XLR type)

44.1kHz / 24bits

20Hz ~ 20kHz

USB (B type)

RS-232C (DB-9 type)

EXT. R SENSOR connector{4-Pin mini DIN type)
Graphic LCD 128x64 dots Black and White

DCoOV

Adaptor (AC100V ~ 240V)

420(W) x 44(H) x 167(D)

2.0kg

b'o'

Ol 2 O1}
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Lineup of Products

Professional
Karaok
Processor

Output Power
Class

500W

HOME Category

2. KSP-100 is Made in

KSP-100 (sE]

Dimensions imm| - 420[W} < 44{H] = 16710}
Weright 2.0kg

.M.aiemq:m

COMMERCIAL Category

PROFESSIONAL cate EOTY

Processor / Amplifier

Mic Input

Audio Input

Video Input

Video Output

Audio Output
Sampling Rate/Bits
Frequency Response
Control Connecters

these processor.

4 systems (MIC 1-MIC 4) 1/4-inch phone type

3 systems (KARADKE, AUXT, AUXZIRCA phana type

3 systems (KARAOKE, AUX1, AUX2)Composite RCA phono type
3systems Composite RCA phonotype

5.1 Channel systems (XLR type}

44.1kHz / 24bits

20Hz ~ 20kHz

USB (B type)

RS-232C (DB-9 type)

EXT. R SENSOR connector(4-Pin mini DIN tyvpe)

LCD Display

DC Input

AC Input
Dimensions (mm)
Weight

Graphic LCD  128x64 cots Black and White E
DCov

Adaptor (AC100V ~ 240V)

AZ0{W) = d4(H) x 167D

2.0kg

.mmm

KSP-100 [sEl

Dimensions (mm|  4200W] = 44{H] = 1670}
Weight 20kg

CSP-5000(12]

MaxInput Power — 2000W
Fower  500W (Public Add type)

Dirnensions (mml— 380W) x 615(H) x 386(0)

Weight 246 kg/piece

Output Power
- |
Class

300W

|

F
| |

| |

1

|

[ |

| |

1

|

| Weight
R e

Man Oubput Pawes

Dimensions tnm]

DAR-800I

JE0W % 2CH (80), EIAT)
2 speakers system
AZ0(W} % 142(H} x 396D}
1ilkg

e e

DAS-400

0O % 2CH (80, BIAS) -
 spakers system
Dimensicns (mim| A20[W} = 135MH}x 33501
Weight 12.5kg

Max Output Pawer

e

i

€5SD-880Q [10"] EIEEm

Max Inpul Power HOaoh

Rating Input Power  400W

Dimensions (mml  520[W} » 298[H} = 28410)
Weight 13.5kg /piece

Output Power
Class

150W

DAS-200

Max Cutpst Powsr 150 = 2CH (B, EIAT)
Dimezsions (mm)  410(W) = 133(H) = 335(0)
Waight 10.5kg

DAR-800I

M Ouitpust Pawes

Dirmengions (mm]
Welght

YSOW 5 4CH {82, EIALL £
4 speakers system

AZO[WE ¢ 142H} = 396(0} Dirmensions (mm
121kg Waight 12,54

Max Ouitput Pawes

DAS-400

00 x 2CH (80, BIAJ) -
2 spaakers system
AZ0[W} = 135MH} = 335ID]

L T ] R R

CSE-31 (101

MakInpul Power — SO0W
Rating Input Power 2500

Dimensionsimm S20(W) %326 (H) 2301 (D}
Weight 14,3 kg per plece

Qutput Power

Class

100W

DAH-100 mE=Em
Max Output Power  100W x 20H (4-801, EIAJ]
Dimensions (mm| ATOW} = 16SCH) = 341D)
Weight 49kg

1

CSH-200 (s ==

MaxInpul Power 3004
Rating Input Powar 1500

Dimensionsimm; ATOIW = 465{H] = 26500
Welght 1.3kg per piccs




Speaker

CSP-5000 (121

MaxInput Powsr  2000W
i Input Power 500 (Public Addre
Dirfiensions tmml 380W) x 615(H) x 386(0)
Weight 246 k/piece
s e - e e e e
- = = e - - — 1

CSD-2000 12

Max Input Power (PO
Rating Input Power 5004
Dimentions fmm| — S6A0W) x 3500+

1B Sk plac

CSV-900 [12"]

Max Input Power 1200w
Rating Input Power "

Dimensions (mm)-— GOBW] < 348{H] x 34010
Welght 17.5kg per pi

NKN-300
Dimensions fmm)  33.5(8) = 17HL)
Weight 380g

Peripheral

CSE-312 1121

Max Input Pawer

CSV-4801

Max Input Powe
Flatiny

]
1
CSN-500 [er]
Max Input Power 450w 1
Rating Input Power  225W |
Dimensionsimem  SOB(W)  290¢H) » 32510} — 8
Walght V1. 0kg/plece |
|
|

CSE-308 8"
Max Input Power 400W
Hating lnput Fower

4 (W) %268 (H] %254 (D)
9.2 ) per phece

CSN-300 (84

Maxinput Power — 300W
Rating Input Power 1500

Dimensions fmm| - ASA[W}  270{H) x 265(0)
Weight TTkgiplece

CSJ-210161

Max Input Power F00W
Rating Input Power  BOW
Dimensions {mm] 4 X Z10{H] x 242(D}

plece

CSH-W200 s

]

Max Isput Fowsr  JO0W + 300W

Ratizg foput Powar ~ T90W + 150W

Dimansioasfmm)  290(W) < 327(H) = 234(D)

Waight 8.3kg (Stand with Subwaoder) /
65 kg (Stand)

BTS-1
Mix Isput Powar
Ratizg Inpat Powar
Dimsnsions (ma)
Waight

AboutTIW
I

BT4(W) « 62(E) = 661(T)
13.9kg



Authorized Dealer

B All features and specifications are up to date as of December 2018. Copyrights and BMB logo belong to BMB International Corp.
B Unauthorized use or posting are not permitted. Features and specifications may change without prior notification.
B Actual product and images depicted in this catalog may slightly differ in appearance.
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